TUV Rheinland Nederland B.V. A Tl'_'JVF{heinIand®

Return address: P.O. box 337, 7500 AH Enschede, The Netherlands

Unifloor B.V.

Att. Mr. G. van den Brand
Munsterstraat 24

7418 EV DEVENTER
The Netherlands

Report

Project number: T11-32288
Report number: T11.32288.01br

Received:

Three different floor covering underlay systems marked as:
1. “Jumpax CP”; TUV reference: MT11.32288.01.
2. “Jumpax Ceramics”; TUV reference: MT11.32288.02.
3. “Jumpax FR”; TUV reference: MT11.32288.03.

Sponsor:

Contractor, manufacturer :  Unifloor Underlay Systems B.V.

Product name/family ¢ Product Family 7, see appendix I, page four.
Request:

Classification of burning behaviour according to EN 13501:2007 and addition to
Product Family 7.

Reaction to fire test, according to:

> EN ISO 11925-2:2002 Reaction to fire tests for building products, Part 2:
Ignitability when subjected to direct impingement of flame (ISO 11925-2:2002).

» EN ISO 9239 reaction to fire tests for floor coverings, Part 1: Determination of the
burning behaviour using a radiant heat source (ISO 9239-1:2002).

Results:
On pages two and three.

Appendix:
[: PRODUCT FAMILY 7, description of samples and results, on page four.
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Report number
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Reference
T09.25024 -17 February 2010

Phone number client
+31-57 085 5533

Fax number client
+31-57 085 5544

Article
Product Family 7

Appendix

1- PRODUCT FAMILY 7,
description of samples and
results

TRN applies General Terms & Conditions
which are filed at the office of the Clerk for
civil affairs al the Court in Zutphen (the
Netherlands) under number 35/2010, dated
November 17th 2010.



TEST RESULTS

Description of sample:

A TUVRheinland®

Precisely Right.

Product description based on the information received from the customer:

Product ID
Total thickness, mm

: Jumpax CP (Cement-bonded Panel) dual system*
1124+ 0.2%

Datum
28-06-2011

Project number
T11-32288

Report number
T11.32288.01br

Article
Product Family 07

Dimensions, mm + 1200 x 600 £1.0* Page
Composition material : Cement, silica (quartz), cellulose and filling* 2
Mass, kg/ m* (21
Product ID : Jumpax Ceramics dual system with Jumpax CP on top*
Total thickness, mm  : 24*
Dimensions, mm : 1200 x 600*
Composition material : Top:Cement, silica (quartz), cellulose and filling
Under: soft board*
Mass, kg/ m” 1 24%*
Product ID : Jumpax FR (Flame Retardant) dual system*
Total thickness, mm  : 10%*
Dimensions, mm : 1200 x 600 £1.5*
Composition material : MDF, PE-Foam*
Mass, kg/ m* (6%
* = manufacturer's declaration
Radiant Panel test EN ISO 9239-1:2010
Conditioning time, climate :5days,234£2°Cand 50+5%
Date of testing : Jumpac CP and Ceramic: 18-05-2011 ;
Jumpax FR on 28-06-2011
Description of substrate : 6 mm. Fibre cement board, 1800 kg/m’
Sampling procedure : by contractor
Description of cleaning used : none
Fixing method : loose laid
Test Flame CRF peak light Smoke Indicative
specimen, spread attenuation | production classification'
(cm) | (kW/m?) (%) (%.min)

Jumpax CP (Cement-bonded Panel) 0.0 >10.9 0.9 4 Bfl-sl

Jumpax Ceramics 0.0 210.9 0.3 0 Bfl-sl

Jumpax FR (Flame Retardant) 4.0 210.9 0.5 2 Bfl-sl

Remarks: no flashing, transitory- or sustained flaming,
* specimen extinguished naturally
1 the recorded CRF-value would imply this classification could be achieved, according

to EN 13501

:2007. It is only based on one sample.



TUVRheinland®
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Datum
28-06-2011

CONCLUSION: Project number

T11-32288

According to EN 13501:2007 the tested samples of the aforementioned samples meets ~ Report number
the requirements of Class Bp.-s1. T11.32288.01br

Article
Classification criteria Family of Products 7: Product Family 07
Class Bp.-sl:
e Critical flux (CRF) < 8.00 kW.m”. ;agi
Q

»  Smoke production, Smoke <750 %. Min”.

According to these criteria all of the aforementioned samples meet the requirements of
Product Family 7.

Statements:

The test results only relate to the behaviour of the test specimens of the examined
product under the particular conditions of the test in laboratory conditions; they are not
intended to be the sole criterion for assessing the potential fire hazard of the product in
use. The method might not be suitable if the product is exposed to much larger flames
or heat radiant sources.

The validity of this report will expire five years after its issue or directly after
alterations or modifications of the examined product (combination)(s) and/or the
criteria. This report shall not be reproduced, except in full, without the written
app('\oval of the testing laboratory.

\
XA
Projecét\\ Author:
Mr, J. Mrs. 1. Pjerik

All rights reserved.

No part of this report may be reproduced, provided to and/or examined by third parties, and/or published by
print, photoprint, microfilm, in electronic form or any other means without the explicit previous written consent
of TUV Rheinland Nederland B.V.

In case this report was drafted within the context of an assignment to TOV Rheinland Nederland B.V., the rights
and obligations of contracting parties are subject to the General Terms & Conditions for Advisory, Research and
Certification assignments to TUV Rheinland Nederland B.V. and/or the relevant agreement concluded betveen
the contracting parties, © 2010 TUV Rheinland Nederland B.V
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Datum
28-06-2011

Project number

APPENDIX I: PRODUCT FAMILY 7, description of samples and results T11-32288

Report number
T11.32288.01br

Article
g Product Family 07
. ] P

Qulty N 7

[} [

e

kg/m? mm
Multi Panel 26 30
Jumpax CP (Cement-bonded Panel)(6 mm)
Dual system with on top the Jumpax CP (6mm) 21% 12*
Jumpax Ceramics (18 mm)
Dual system with on top the Jumpax CP (6mm) 24% 24*
Jumpax FR (Flame Retardant) (6mm)
Dual system with on top MDF-board (4 mm) 6* 10*
* = manufacturer's declaration
Table 1:A list of qualities of Product Family 7 that have been tested according to EN 9239-1.

Quality Test CRF Smoke Date of testing Indicative
specimen, production classification'
orientation (kW/rnZ) (%.min)

Multi Panel longitude =10.9 1 QOct-Nov 2009 Bfl-s]

Jumpax CP (Cement-bonded Panel) | longitude >10.9 4 18-05-2011 Bfl-S1

Jumpax Ceramics longitude >10.9 0 18-05-2011 Bfl-s]

Jumpax FR (Flame Retardant) longitude >10.9 2 28-06-2011 Bfl-sl

Table 2: The radiant panel test results (EN-ISO 9239-1) from the qualities of the product Family 7.



